
SURFACE TECHNOLOGY



	 For rod transducers Ø50 mm For submersible transducers

25
kHz

Article Type SP Length A 
mm

25
kHz

Article Type T

402 000 01 WU   600 198 401 000 03 WU   600

402 000 02 WU   600 297 401 000 04 WU 1000

402 000 03 WU 1000 297 401 000 05 WU 1200

402 000 04 WU 1000 396 401 000 06 WU 1500

402 000 05 WU 1000 495 401 000 07 WU 2000

402 000 06 WU 1200 396

402 000 07 WU 1200 495

402 000 08 WU 1500 495

402 000 09 WU 1500 594

402 000 10 WU 1500 693

402 000 11 WU 1500 891

402 000 12 WU 2000 891

402 000 13 WU 2000 1089

402 000 14 WU 2000 1287

	 For rod transducers Ø38 mm For submersible transducers

30
kHz

Article Type SP Length A 
mm

30
kHz

Article Type T

402 100 01 WU   600 270 401 100 03 WU   600

402 100 03 WU   600 354 401 100 04 WU 1000

402 100 06 WU 1000 437 401 100 05 WU 1200

402 100 08 WU 1000 520 401 100 06 WU 1500

402 100 24 WU 1000 604 401 100 07 WU 2000

402 100 10 WU 1200 604

402 100 14 WU 1500 687

For rod transducers Ø30 mm For submersible transducers

40
kHz

Article Type SP Length A 
mm

40
kHz

Article Type T

402 200 02 WU   300 201 401 200 03 WU   600

402 200 04 WU   500 264 401 200 04 WU 1000

402 200 06 WU   750 391 401 200 05 WU 1200

402 200 07 WU 1000 517 401 200 06 WU 1500

402 200 09 WU 1200 770 401 200 07 WU 2000

	
	
	 Types of casings / Dimensions  (W×H×D):
	  All devices with 25-pole d-sub remote control interface socket. 
	 GTE 84:  449×222×411 mm at 3×400 V - 50/60 Hz
	 GTE 42:  236×222×411 mm at 230 V - 50/60 Hz
	 GTE 28:  168×180×410 mm at 230 V - 50/60 Hz
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