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	 SONOPUSH MONO® 25
	 Ultrasonic rod transducers  Ø50/70 mm

25
kHz

Article Type SPM Length A*
mm

Length B*
mm

kg

504 000 01 600 198 320 3,1

504 000 02 600 297 419 3,9

504 000 03 1000 297 419 3,9

504 000 04 1000 396 518 4,7

504 000 05 1000 495 617 5,5

504 000 06 1200 495 617 5,5

504 000 07 1500 495 617 5,5

504 000 08 1500 594 716 6,3

504 000 09 1500 693 815 7,1

504 000 10 2000 891 1013 8,7

504 000 11 2000 1089 1211 10,2

504 000 12 2000 1287 1409 11,8

	 SONOPUSH MONO® 30
	 Ultrasonic rod transducers  Ø38/55 mm

30
kHz

Article Type SPM Length A*
mm

Length B*
mm

kg

504 500 01 600 270 362 2,0

504 500 02 600 354 446 2,4

504 500 03 1000 437 529 2,8

504 500 04 1000 520 612 3,2

504 500 05 1000 604 696 3,6

504 500 06 1200 604 696 3,6

504 500 07 1500 687 779 4,0

	 SONOPUSH MONO® 40
	 Ultrasonic rod transducers  Ø30/55 mm

40
kHz

Article Type SPM Length A*
mm

Length B*
mm

kg

504 100 01 300 201 280 1,2

504 100 02 500 264 343 1,4

504 100 03 750 391 470 1,8

504 100 04 1000 517 596 2,1

504 100 05 1200 770 849 2,9

	 *Length A = Active radiated length
	 *Length B = Total length

	 Thread: 3/8“ with 14, 30 or 40mm length.
		  1“ with 25mm length

	 Material: titanium special alloy.
 	 Other materials on request.  

	 Connection standards: 90° curved also available. 
	 Stainless steel hose standard length 2000 mm.  
	 Other lengths on request.
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